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C206/C306  Dimensions

C206F
C306F

C206S
C306S

C206H
C306H
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Flange-mounted

Short flange-mounted

Weight: 25kg（Without motor and oil）

Weight: 27kg（Without motor and oil）

Weight: 36kg（Without motor and oil）
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7 L1 L2 L3 L5 L6 L7

0.25 112-160 / 269 264 / 314 314 354 224 269 264 314 314 354 224 269 264 314 314 354 139

0.37 71-160 / 269 264 / 314 314 354 224 269 264 314 314 354 224 269 264 314 314 354 139

0.55 50-160 300 345 360 420 405 405 455 300 345 360 405 405 455 300 345 360 405 405 455 162

0.75 35.5-160 300 345 360 420 405 405 455 300 345 360 405 405 455 300 345 360 405 405 455 162

1.1 20-100 323 368 378 438 423 423 478 323 368 378 423 423 478 323 368 378 423 423 478 176

1.5 14-80 323 368 378 438 423 423 478 323 368 378 423 423 478 348 393 403 448 448 503 176

2.2 9-56 395 435 470 530 510 510 565 395 435 470 510 510 565 395 435 470 510 510 565 202

3 5.6-40 395 435 470 530 510 510 565 395 435 470 510 510 565 395 435 470 510 510 565 202

4 4.5-28 391 441 466 526 516 516 571 459 509 534 584 584 639 459 509 534 584 584 639 220

5.5 4.5-11.2 432 482 512 577 557 557 612 432 482 512 557 557 612 470 520 550 595 595 650 259

7.5 4.5-11.2 470 520 550 615 595 595 650 470 520 550 595 595 650 508 558 588 633 633 688 259

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7 M1 M2 M3 M5 M6 M7

0.25 112-160 / 9 10 / 11 10 12 8 9 10 11 10 12 9 10 11 12 11 13

0.37 71-160 / 10 11 / 12 11 13 9 10 11 12 11 13 10 11 12 13 12 14

0.55 50-160 13 14 17 21 18 15 19 14 15 18 19 16 20 15 16 19 20 17 21

0.75 35.5-160 14 15 18 22 19 16 20 15 16 19 20 17 21 16 17 20 21 18 22

1.1 20-100 16 17 20 24 21 18 22 18 19 22 23 20 24 21 22 25 26 23 27

1.5 14-80 17 18 21 25 22 19 23 19 20 23 24 21 25 23 24 27 28 25 29

2.2 9-56 27 28 35 42 36 29 37 30 31 38 39 32 40 32 33 40 41 34 42

3 5.6-40 30 31 38 45 39 32 40 33 34 41 42 35 43 36 37 44 45 38 46

4 4.5-28 45 46 53 61 54 47 55 52 53 60 61 54 62 56 57 64 65 58 66

5.5 4.5-11.2 63 65 74 85 76 66 77 67 69 78 80 70 81 77 79 88 90 80 91

7.5 4.5-11.2 73 75 84 95 86 76 87 80 82 91 93 83 94 88 90 99 101 91 102

MH MP

MH MP

MS
D

MS

Corresponding motor dimension table for C206/C306

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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C207/C307  Dimensions

C207F
C307F

C207S
C307S

C207H
C307H
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Horizontal foot-mounted

Flange-mounted

Short flange-mounted

Weight: 33kg（Without motor and oil）

Weight: 36kg（Without motor and oil）

Weight: 34kg（Without motor and oil）
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7

0.25 140-180 / 261 256 / 306 306 346 216 261 256 / 306 306 346 216 261 256 306 306 346 139

0.37 90-180 / 261 256 / 306 306 346 216 261 256 / 306 306 346 216 261 256 306 306 346 139

0.55 71-180 292 337 352 412 397 397 447 292 337 352 / 397 397 447 292 337 352 397 397 447 162

0.75 50-180 292 337 352 412 397 397 447 292 337 352 / 397 397 447 292 337 352 397 397 447 162

1.1 31.5-100 315 360 370 430 415 415 470 315 360 370 / 415 415 470 315 360 370 415 415 470 176

1.5 22.4-100 315 360 370 430 415 415 470 315 360 370 / 415 415 470 340 385 395 440 440 495 176

2.2 14-80 387 427 462 522 502 502 557 387 427 462 / 502 502 557 387 427 462 502 502 557 202

3 9-56 387 427 462 522 502 502 557 387 427 462 / 502 502 557 387 427 462 502 502 557 202

4 7.1-40 383 433 458 518 508 508 563 451 501 526 / 576 576 631 451 501 526 576 576 631 220

5.5 5-28 421 471 501 566 546 546 601 421 471 501 / 546 546 601 459 509 539 584 584 639 259

7.5 4-18 459 509 539 604 584 584 639 459 509 539 / 584 584 639 497 547 577 622 622 677 259

11 4-12.5 / 542 602 / 632 632 682 507 542 602 652 632 632 682 551 586 646 676 676 726 314

15 4-8 / 586 646 / 676 676 726 551 586 646 696 676 676 726 581 616 676 706 706 756 314

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7

0.25 140-180 / 9 10 / 11 10 12 8 9 10 / 11 10 12 9 10 11 12 11 13

0.37 90-180 / 10 11 / 12 11 13 9 10 11 / 12 11 13 10 11 12 13 12 14

0.55 71-180 13 14 17 21 18 15 19 14 15 18 / 19 16 20 15 16 19 20 17 21

0.75 50-180 14 15 18 22 19 16 20 15 16 19 / 20 17 21 16 17 20 21 18 22

1.1 31.5-100 16 17 20 24 21 18 22 18 19 22 / 23 20 24 21 22 25 26 23 27

1.5 22.4-100 17 18 21 25 22 19 23 19 20 23 / 24 21 25 23 24 27 28 25 29

2.2 14-80 27 28 35 42 36 29 37 30 31 38 / 39 32 40 32 33 40 41 34 42

3 9-56 30 31 38 45 39 32 40 33 34 41 / 42 35 43 36 37 44 45 38 46

4 7.1-40 45 46 53 61 54 47 55 52 53 60 / 61 54 62 56 57 64 65 58 66

5.5 5-28 63 65 74 85 76 66 77 67 69 78 / 80 70 81 77 79 88 90 80 91

7.5 4-18 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102

11 4-12.5 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152

15 4-8 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184

MPMS MH
D

MS MH MP

Corresponding motor dimension table for C207/C307

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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Short flange-mounted Weight: 64kg（Without motor and oil）

C208/C308  Dimensions

C208H
C308H

C208F
C308F 314

151 163
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C208S
C308S
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Horizontal foot-mounted

Flange-mounted

Weight: 60kg（Without motor and oil）

Weight: 66kg（Without motor and oil）
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7

0.55 140-200 283 328 343 403 388 388 438 283 328 343 / 388 388 438 283 328 343 388 388 438 162

0.75 100-200 283 328 343 403 388 388 438 283 328 343 / 388 388 438 283 328 343 388 388 438 162

1.1 63-160 306 351 361 421 406 406 461 306 351 361 / 406 406 461 306 351 361 406 406 461 176

1.5 50-160 306 351 361 421 406 406 461 306 351 361 / 406 406 461 331 376 386 431 431 486 176

2.2 31.5-160 378 418 453 513 493 493 548 378 418 453 / 493 493 548 378 418 453 493 493 548 202

3 20-112 378 418 453 513 493 493 548 378 418 453 / 493 493 548 378 418 453 493 493 548 202

4 12.5-80 374 424 449 509 499 499 554 442 492 517 / 567 567 622 442 492 517 567 567 622 220

5.5 9-56 413 463 493 558 538 538 593 413 463 493 / 538 538 593 451 501 531 576 576 631 259

7.5 7.1-45 451 501 531 596 576 576 631 451 501 531 / 576 576 631 489 539 569 614 614 669 259

11 4.5-28 / 541 601 / 631 631 681 506 541 601 651 631 631 681 550 585 645 675 675 725 314

15 4.5-18 / 585 645 / 675 675 725 550 585 645 695 675 675 725 580 615 675 705 705 755 314

18.5 4.5-12.5 / 651 731 / 756 756 796 621 651 731 786 731 756 801 621 651 731 756 756 801 356

22 4.5-10 / 699 779 / 804 804 849 669 699 779 834 779 804 849 669 699 779 804 804 849 356

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7

0.55 140-200 13 14 17 21 18 15 19 14 15 18 / 19 16 20 15 16 19 20 17 21

0.75 100-200 14 15 18 22 19 16 20 15 16 19 / 20 17 21 16 17 20 21 18 22

1.1 63-160 16 17 20 24 21 18 22 18 19 22 / 23 20 24 21 22 25 26 23 27

1.5 50-160 17 18 21 25 22 19 23 19 20 23 / 24 21 25 23 24 27 28 25 29

2.2 31.5-160 27 28 35 42 36 29 37 30 31 38 / 39 32 40 32 33 40 41 34 42

3 20-112 30 31 38 45 39 32 40 33 34 41 / 42 35 43 36 37 44 45 38 46

4 12.5-80 45 46 53 61 54 47 55 52 53 60 / 61 54 62 56 57 64 65 58 66

5.5 9-56 63 65 74 85 76 66 77 67 69 78 / 80 70 81 77 79 88 90 80 91

7.5 7.1-45 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102

11 4.5-28 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152

15 4.5-18 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184

18.5 4.5-12.5 / 184 214 / 215 185 217 182 184 214 246 215 185 217 200 202 232 233 203 235

22 4.5-10 / 206 236 / 237 207 239 204 206 236 268 237 207 239 220 222 252 253 223 255

MP

MP

MS MH
D

MS MH

Corresponding motor dimension table for C208/C308

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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C209/C309  Dimensions

C209H
C309H

C209F
C309F

C209S
C309S
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Horizontal foot-mounted

Flange-mounted

Short flange-mounted

Weight: 110kg（Without motor and oil）

Weight: 120kg（Without motor and oil）

Weight: 115kg（Without motor and oil）
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7

0.55 250-280 280 325 340 400 385 385 435 280 325 340 / 385 385 435 280 325 340 385 385 435 162

0.75 180-280 280 325 340 400 385 385 435 280 325 340 / 385 385 435 280 325 340 385 385 435 162

1.1 125-224 303 348 358 418 403 403 458 303 348 358 / 403 403 458 303 348 358 403 403 458 176

1.5 90-224 303 348 358 418 403 403 458 303 348 358 / 403 403 458 328 373 383 428 428 483 176

2.2 63-224 374 414 449 509 489 489 544 374 414 449 / 489 489 544 374 414 449 489 489 544 202

3 45-200 374 414 449 509 489 489 544 374 414 449 / 489 489 544 374 414 449 489 489 544 202

4 31.5-140 370 420 445 505 495 495 550 438 488 513 / 563 563 618 438 488 513 563 563 618 220

5.5 20-112 412 462 492 557 537 537 592 412 462 492 / 537 537 592 450 500 530 575 575 630 259

7.5 12.5-80 450 500 530 595 575 575 630 450 500 530 / 575 575 630 488 538 568 613 613 668 259

11 8-56 / 535 595 / 625 625 675 500 535 595 645 625 625 675 544 579 639 669 669 719 314

15 5-40 / 579 639 / 669 669 719 544 579 639 689 669 669 719 574 609 669 699 699 749 314

18.5 4-31.5 / 645 725 / 750 750 795 615 645 725 780 725 750 795 615 645 725 750 750 795 356

22 4-25 / 693 773 / 798 798 843 663 693 773 828 773 798 843 663 693 773 798 798 843 356

30 4-16 / 710 820 / 825 825 870 705 710 820 845 825 825 870 705 710 820 825 825 870 398

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7

0.55 250-280 13 14 17 21 18 15 19 14 15 18 / 19 16 20 15 16 19 20 17 21

0.75 180-280 14 15 18 22 19 16 20 15 16 19 / 20 17 21 16 17 20 21 18 22

1.1 125-224 16 17 20 24 21 18 22 18 19 22 / 23 20 24 20 21 24 25 22 26

1.5 90-224 17 18 21 25 22 19 23 19 20 23 / 24 21 25 22 23 26 27 24 28

2.2 63-224 27 28 35 42 36 29 37 30 31 38 / 39 32 40 32 33 40 41 34 42

3 45-200 30 31 38 45 39 32 40 33 34 41 / 42 35 43 36 37 44 45 38 46

4 31.5-140 45 46 53 61 54 47 55 52 53 60 / 61 54 62 56 57 64 65 58 66

5.5 20-112 63 65 74 85 76 66 77 67 69 78 / 80 70 81 77 79 88 90 80 91

7.5 12.5-80 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102

11 8-56 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152

15 5-40 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184

18.5 4-31.5 / 184 214 / 215 185 217 182 184 214 246 215 185 217 200 202 232 233 203 235

22 4-25 / 206 236 / 237 207 239 204 206 236 268 237 207 239 220 222 252 253 223 255

30 4-16 / 260 310 / 308 261 310 260 260 310 360 308 261 310 280 280 330 328 281 330

MPMS MH
D

MS MH MP

Corresponding motor dimension table for C209/C309

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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C210/C310  Dimensions

C210H
C310H
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C310F
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Weight: 150kg（Without motor and oil）

Weight: 165kg（Without motor and oil）

Weight: 158kg（Without motor and oil）

Horizontal foot-mounted

Flange-mounted

Short flange-mounted
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7

1.5 112-224 300 345 355 415 400 400 455 300 345 355 / 400 400 455 325 370 380 425 425 480 176

2.2 80-224 370 410 445 505 485 485 540 370 410 445 / 485 485 540 370 410 445 485 485 540 202

3 63-224 370 410 445 505 485 485 540 370 410 445 / 485 485 540 370 410 445 485 485 540 202

4 45-200 366 416 441 501 491 491 546 434 484 509 / 559 559 614 434 484 509 559 559 614 220

5.5 31.5-140 401 451 481 546 526 526 581 401 451 481 / 526 526 581 439 489 519 564 564 619 259

7.5 25-100 439 489 519 584 564 564 619 439 489 519 / 564 564 619 477 527 557 602 602 657 259

11 18-71 / 524 584 / 614 614 664 489 524 584 634 614 614 664 533 568 628 658 658 708 314

15 12.5-56 / 568 628 / 658 658 708 533 568 628 678 658 658 708 563 598 658 688 688 738 314

18.5 10-45 / 634 714 / 739 739 784 604 634 714 769 714 739 784 604 634 714 739 739 784 356

22 7.1-40 / 682 762 / 787 787 832 652 682 762 817 762 787 832 652 682 762 787 787 832 356

30 4.5-28 / 710 820 / 825 825 870 705 710 820 845 825 825 870 705 710 820 825 825 870 398

37 4-22.4 / 776 861 / 891 891 936 746 776 861 / 891 891 936 746 776 861 891 891 936 446

45 4-20 / 776 861 / 891 891 936 746 776 861 / 891 891 936 746 776 861 891 891 936 446

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7

1.5 112-224 17 18 21 25 22 19 23 19 20 23 / 24 21 25 23 24 27 28 25 29

2.2 80-224 27 28 35 42 36 29 37 30 31 38 / 39 32 40 32 33 40 41 34 42

3 63-224 30 31 38 45 39 32 40 33 34 41 / 42 35 43 36 37 44 45 38 46

4 45-200 45 46 53 61 54 47 55 52 53 60 / 61 54 62 56 57 64 65 58 66

5.5 31.5-140 63 65 74 85 76 66 77 67 69 78 / 80 70 81 77 79 88 90 80 91

7.5 25-100 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102

11 18-71 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152

15 12.5-56 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184

18.5 10-45 / 184 214 / 215 185 217 182 184 214 246 215 185 217 200 202 232 233 203 235

22 7.1-40 / 206 236 / 237 207 239 204 206 236 268 237 207 239 220 222 252 253 223 255

30 4.5-28 / 260 310 / 308 261 310 260 260 310 360 308 261 310 280 280 330 328 281 330

37 4-22.4 / 332 380 / 381 334 383 330 332 380 / 381 334 383 345 347 395 396 349 398

45 4-20 / 347 395 / 396 349 398 345 347 395 / 396 349 398 365 367 415 416 369 418

MP

MP

MS MH
D

MS MH

Corresponding motor dimension table for C210/C310

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg

32
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C212/C312  Dimensions

C212H
C312H
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C212S
C312S
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65

Horizontal foot-mounted

Flange-mounted

Short flange-mounted

Weight: 175kg（Without motor and oil）

Weight: 205kg（Without motor and oil）

Weight: 195kg（Without motor and oil）

30
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L*

L*

L*

22.5°
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7

1.5 160-280 300 345 355 415 400 400 455 300 345 355 / 400 400 455 325 370 380 425 425 480 176

2.2 112-280 370 410 445 505 485 485 540 370 410 445 / 485 485 540 370 410 445 485 485 540 202

3 80-280 370 410 445 505 485 485 540 370 410 445 / 485 485 540 370 410 445 485 485 540 202

4 63-280 366 416 441 501 491 491 546 434 484 509 / 559 559 614 434 484 509 559 559 614 220

5.5 50-140 401 451 481 546 526 526 581 401 451 481 / 526 526 581 439 489 519 564 564 619 259

7.5 35.5-140 439 489 519 584 564 564 619 439 489 519 / 564 564 619 477 527 557 602 602 657 259

11 20-100 / 524 584 / 614 614 664 489 524 584 634 614 614 664 533 568 628 658 658 708 314

15 16-71 / 568 628 / 658 658 708 533 568 628 678 658 658 708 563 598 658 688 688 738 314

18.5 12.5-63 / 634 714 / 739 739 784 604 634 714 769 714 739 784 604 634 714 739 739 784 356

22 11.2-56 / 682 762 / 787 787 832 652 682 762 817 762 787 832 652 682 762 787 787 832 356

30 5.6-40 / 710 820 / 825 825 870 705 710 820 845 825 825 870 705 710 820 825 825 870 398

37 4.5-31.5 / 776 861 / 891 891 936 746 776 861 / 891 891 936 746 776 861 891 891 936 446

45 4.5-25 / 776 861 / 891 891 936 746 776 861 / 891 891 936 746 776 861 891 891 936 446

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7

1.5 160-280 17 18 21 25 22 19 23 19 20 23 / 24 21 25 23 24 27 28 25 29

2.2 112-280 27 28 35 42 36 29 37 30 31 38 / 39 32 40 32 33 40 41 34 42

3 80-280 30 31 38 45 39 32 40 33 34 41 / 42 35 43 36 37 44 45 38 46

4 63-280 45 46 53 61 54 47 55 52 53 60 / 61 54 62 56 57 64 65 58 66

5.5 50-140 63 65 74 85 76 66 77 67 69 78 / 80 70 81 77 79 88 90 80 91

7.5 35.5-140 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102

11 20-100 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152

15 16-71 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184

18.5 12.5-63 / 184 214 / 215 185 217 182 184 214 246 215 185 217 200 202 232 233 203 235

22 11.2-56 / 206 236 / 237 207 239 204 206 236 268 237 207 239 220 222 252 253 223 255

30 5.6-40 / 260 310 / 308 261 310 260 260 310 360 308 261 310 280 280 330 328 281 330

37 4.5-31.5 / 332 380 / 381 334 383 330 332 380 / 381 334 383 345 347 395 396 349 398

45 4.5-25 / 347 395 / 396 349 398 345 347 395 / 396 349 398 365 367 415 416 369 418

MP

MS MH
D

MP

MS MH

Corresponding motor dimension table for C212/C312

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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Flange-mounted

C213/C313  Dimensions

C213H
C313H

C213F
C313F

C213S
C313S

460

450

340

230
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8
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5

70

230

  334 +
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90m6φ

φ
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8

31
5

460
230 230

22.5°

500

 17.58×
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90m6φ
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.8

589

170

170

5 25

D
φ

55
0

φ 45
0h

7
φ

φ

φ

460

230 230

400

22.5°

48
8

31
5

25

95

90m6φ
φ

 17.58×φ

Weight: 255kg（Without motor and oil）

Weight: 278kg（Without motor and oil）

Weight: 262kg（Without motor and oil）

Horizontal foot-mounted

Short flange-mounted

589

170

170 22
.8

5 22

D
φ

45
0

φ 35
0h

7
φ

589

410

490

170

50 22
.8

D
φ

L*

L*

L*
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7

2.2 160-224 359 399 434 494 474 474 529 359 399 434 / 474 474 529 359 399 434 474 474 529 202

3 112-224 359 399 434 494 474 474 529 359 399 434 / 474 474 529 359 399 434 474 474 529 202

4 80-224 355 405 430 490 480 480 535 423 473 498 / 548 548 603 423 473 498 548 548 603 220

5.5 56-125 391 441 471 536 516 516 571 391 441 471 / 516 516 571 429 479 509 554 554 609 259

7.5 45-125 429 479 509 574 554 554 609 429 479 509 / 554 554 609 467 517 547 592 592 647 259

11 28-125 / 508 568 / 598 598 648 473 508 568 618 598 598 648 517 552 612 642 642 692 314

15 22.4-100 / 552 612 / 642 642 692 517 552 612 662 642 642 692 547 582 642 672 672 722 314

18.5 18-80 / 618 698 / 723 723 768 588 618 698 753 698 723 768 588 618 698 723 723 768 356

22 14-63 / 666 746 / 771 771 816 636 666 746 801 746 771 816 636 666 746 771 771 816 356

30 10-50 / 689 799 / 804 804 849 684 689 799 824 804 804 849 684 689 799 804 804 849 398

37 9-40 / 755 840 / 870 870 915 725 755 840 / 870 870 915 725 755 840 870 870 915 446

45 4-31.5 / 755 840 / 870 870 915 725 755 840 / 870 870 915 725 755 840 870 870 915 446

55 4-22.4 / 856 981 / 991 991 1026 841 856 981 / 991 991 1036 841 856 981 991 991 1036 485

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7

2.2 160-224 27 28 35 42 36 29 37 30 31 38 / 39 32 40 32 33 40 41 34 42

3 112-224 30 31 38 45 39 32 40 33 34 41 / 42 35 43 36 37 44 45 38 46

4 80-224 45 46 53 61 54 47 55 52 53 60 / 61 54 62 56 57 64 65 58 66

5.5 56-125 63 65 74 85 76 66 77 67 69 78 / 80 70 81 77 79 88 90 80 91

7.5 45-125 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102

11 28-125 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152

15 22.4-100 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184

18.5 18-80 / 184 214 / 215 185 217 182 184 214 246 215 185 217 200 202 232 233 203 235

22 14-63 / 206 236 / 237 207 239 204 206 236 268 237 207 239 220 222 252 253 223 255

30 10-50 / 260 310 / 308 261 310 260 260 310 360 308 261 310 280 280 330 328 281 330

37 9-40 / 332 380 / 381 334 383 330 332 380 / 381 334 383 345 347 395 396 349 398

45 4-31.5 / 347 395 / 396 349 398 345 347 395 / 396 349 398 365 367 415 416 369 418

55 4-22.4 / 436 540 / 535 436 537 435 436 540 / 535 436 537 470 471 575 570 471 572

MP

MP

MS MH
D

MS MH

Corresponding motor dimension table for C213/C313

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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C214H
C314H

C214F
C314F

C214S
C314S

C214/C314  Dimensions

80

380
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2.

5
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5
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274 280
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110m6φ
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6

110m6φ 500φ
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6

110m6φ
400φ

 17.58×φ

Weight: 365kg（Without motor and oil）

Weight: 395kg（Without motor and oil）

Weight: 380kg（Without motor and oil）

Horizontal foot-mounted

Flange-mounted

Short flange-mounted

700

210

190

5 22

49
.7

45
0

φ 35
0h

7
φ

D
φ

210

190

5 25

700

49
.7

D
φ
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0

φ 45
0h

7
φ

L*

L*

L*
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7
2.2 250-280 359 399 434 494 474 474 529 359 399 434 / 474 474 529 359 399 434 474 474 529 202
3 180-280 359 399 434 494 474 474 529 359 399 434 / 474 474 529 359 399 434 474 474 529 202
4 140-280 355 405 430 490 480 480 535 423 473 498 / 548 548 603 423 473 498 548 548 603 220
5.5 100-200 391 441 471 536 516 516 571 391 441 471 / 516 516 571 429 479 509 554 554 609 259
7.5 71-200 429 479 509 574 554 554 609 429 479 509 / 554 554 609 467 517 547 592 592 647 259
11 50-200 / 508 568 / 598 598 648 473 508 568 618 598 598 648 517 552 612 642 642 692 314
15 35.5-160 / 552 612 / 642 642 692 517 552 612 662 642 642 692 547 582 642 672 672 722 314
18.5 28-140 / 618 698 / 723 723 768 588 618 698 753 698 723 768 588 618 698 723 723 768 356
22 25-112 / 666 746 / 771 771 816 636 666 746 801 746 771 816 636 666 746 771 771 816 356
30 18-80 / 689 799 / 804 804 849 684 689 799 824 804 804 849 684 689 799 804 804 849 398
37 14-71 / 755 840 / 870 870 915 725 755 840 / 870 870 915 725 755 840 870 870 915 446
45 12.5-56 / 755 840 / 870 870 915 725 755 840 / 870 870 915 725 755 840 870 870 915 446
55 10-45 / 856 981 / 991 991 1026 841 856 981 / 991 991 1036 841 856 981 991 991 1036 485
75 5.6-25 / 916 1026 / 1061 1061 1106 886 916 1026 / 1061 1061 1106 886 916 1026 1061 1061 1106 547
90 4.5-25 / 967 1077 / 1112 1112 1157 937 967 1077 / 1112 1112 1157 937 967 1077 1112 1112 1157 547

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7
2.2 250-280 27 28 35 42 36 29 37 30 31 38 / 39 32 40 32 33 40 41 34 42
3 180-280 30 31 38 45 39 32 40 33 34 41 / 42 35 43 36 37 44 45 38 46
4 140-280 45 46 53 61 54 47 55 52 53 60 / 61 54 62 56 57 64 65 58 66
5.5 100-200 63 65 74 85 76 66 77 67 69 78 / 80 70 81 77 79 88 90 80 91
7.5 71-200 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102
11 50-200 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152
15 35.5-160 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184
18.5 28-140 / 184 214 / 215 185 217 182 184 214 246 215 185 217 200 202 232 233 203 235
22 25-112 / 206 236 / 237 207 239 204 206 236 268 237 207 239 220 222 252 253 223 255
30 18-80 / 260 310 / 308 261 310 260 260 310 360 308 261 310 280 280 330 328 281 330
37 14-71 / 332 380 / 381 334 383 330 332 380 / 381 334 383 345 347 395 396 349 398
45 12.5-56 / 347 395 / 396 349 398 345 347 395 / 396 349 398 365 367 415 416 369 418
55 10-45 / 436 540 / 535 436 537 435 436 540 / 535 436 537 470 471 575 570 471 572
75 5.6-25 / 577 680 / 678 578 680 575 577 680 / 678 578 680 630 632 735 733 633 735
90 4.5-25 / 647 750 / 748 648 750 645 647 750 / 748 648 750 710 712 815 813 713 815

MP

MPMS MH

MS MH
D

Corresponding motor dimension table for C214/C314

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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C216/C316  Dimensions

C216H
C316H

C216F
C316F

Weight: 615kg（Without motor and oil）

Weight: 645kg（Without motor and oil）

Horizontal foot-mounted

Flange-mounted
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4-polepower
（kW）

Range of 
Ratio

4-polepower
（kW）

Range of 
Ratio

L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L4 L5 L6 L7 L1 L2 L3 L5 L6 L7

7.5 100-224 429 479 509 574 554 554 609 429 479 509 / 554 554 609 467 517 547 592 592 647 259

11 71-224 / 493 553 / 583 583 633 458 493 553 603 583 583 633 502 537 597 627 627 677 314

15 50-224 / 537 597 / 627 627 677 502 537 597 647 627 627 677 532 567 627 657 657 707 314

18.5 40-180 / 603 683 / 708 708 753 573 603 683 738 683 708 753 573 603 683 708 708 753 356

22 35.5-160 / 651 731 / 756 756 801 621 651 731 786 731 756 801 621 651 731 756 756 801 356

30 25-112 / 679 789 / 794 794 839 674 679 789 814 794 794 839 674 679 789 794 794 839 398

37 20-90 / 745 830 / 860 860 905 715 745 830 / 860 860 905 715 745 830 860 860 905 446

45 16-80 / 745 830 / 860 860 905 715 745 830 / 860 860 905 715 745 830 860 860 905 446

55 12.5-63 / 846 971 / 981 981 1016 831 846 971 / 981 981 1026 831 846 971 981 981 1026 485

75 9-45 / 906 1016 / 1051 1051 1096 876 906 1016 / 1051 1051 1096 876 906 1016 1051 1051 1096 547

90 7.1-35.5 / 957 1067 / 1102 1102 1147 927 957 1067 / 1102 1102 1147 927 957 1067 1102 1102 1147 547

M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M4 M5 M6 M7 M1 M2 M3 M5 M6 M7

7.5 100-224 73 75 84 95 86 76 87 80 82 91 / 93 83 94 88 90 99 101 91 102

11 71-224 / 123 142 / 143 124 144 121 123 142 162 143 124 144 129 131 150 151 132 152

15 50-224 / 141 160 / 161 142 162 139 141 160 180 161 142 162 161 163 182 183 164 184

18.5 40-180 / 184 214 / 215 185 217 182 184 214 246 215 185 217 200 202 232 233 203 235

22 35.5-160 / 206 236 / 237 207 239 204 206 236 268 237 207 239 220 222 252 253 223 255

30 25-112 / 260 310 / 308 261 310 260 260 310 360 308 261 310 280 280 330 328 281 330

37 20-90 / 332 380 / 381 334 383 330 332 380 / 381 334 383 345 347 395 396 349 398

45 16-80 / 347 395 / 396 349 398 345 347 395 / 396 349 398 365 367 415 416 369 418

55 12.5-63 / 436 540 / 535 436 537 435 436 540 / 535 436 537 470 471 575 570 471 572

75 9-45 / 577 680 / 678 578 680 575 577 680 / 678 578 680 630 632 735 733 633 735

90 7.1-35.5 / 647 750 / 748 648 750 645 647 750 / 748 648 750 710 712 815 813 713 815

MP

MP

MS MH
D

MS MH

Corresponding motor dimension table for C216/C316

L1 L2 L3 L4 L5 L6 L7
Fan Driven fan Brake

Fan+
Brake
Encorder
Driven fan

+
+

Encorder
Driven fan+

Brake
Driven fan+

Double brake

Directly connected motor dimension table

Directly connected motor weight table / kg
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7   Input Flange and Input Shaft
7.1  C series dimensions of AP input flange

AP063-AP200 AP225-AP315

4×S1×e1

8×S1×e1

45°φM1 φM1
22.5°

L2

φ
N

1
φ

P
1

φ
D

1

L
f1

b1

t1

Size Flange e1 D1 N1 M1 P1 f1 b1 t1 L S1 L2

AP063 4-90 14 11H7 95H7 115 140 4 4 12.8 23 M8 59 4.8
AP071 4-90 14 14H7 110H7 130 160 4 5 16.3 30 M8 59 4.8
AP080 4-71 18 19H7 130H7 165 200 4 6 21.8 40 M10 74 7.6
AP063 4-125 14 11H7 95H7 115 140 4 4 12.8 23 M8 61 5.1
AP071 4-125 14 14H7 110H7 130 160 4 5 16.3 30 M8 61 5.1
AP080 4-100 18 19H7 130H7 165 200 4 6 21.8 40 M10 76 8.6
AP090 4-50 18 24H7 130H7 165 200 4 8 27.3 50 M10 81 9.2
AP100 4-25 21 28H7 180H7 215 250 5 8 31.3 60 M12 96 13.3
AP112 4-11.2 21 28H7 180H7 215 250 5 8 31.3 60 M12 96 13.3
AP063 4.5-140 14 11H7 95H7 115 140 4 4 12.8 23 M8 61 5.1
AP071 4.5-140 14 14H7 110H7 130 160 4 5 16.3 30 M8 61 5.1
AP080 4.5-140 18 19H7 130H7 165 200 4 6 21.8 40 M10 76 8.6
AP090 4.5-80 18 24H7 130H7 165 200 4 8 27.3 50 M10 81 9.2
AP100 4.5-40 21 28H7 180H7 215 250 5 8 31.3 60 M12 96 13.3
AP112 4.5-22.4 21 28H7 180H7 215 250 5 8 31.3 60 M12 96 13.3
AP063 4.5-160 14 11H7 95H7 115 140 4 4 12.8 23 M8 61 5.1
AP071 4.5-160 14 14H7 110H7 130 160 4 5 16.3 30 M8 61 5.1
AP080 4.5-160 18 19H7 130H7 165 200 4 6 21.8 40 M10 76 8.6
AP090 4.5-100 18 24H7 130H7 165 200 4 8 27.3 50 M10 81 9.2
AP100 4.5-56 21 28H7 180H7 215 250 5 8 31.3 60 M12 96 13.3
AP112 4.5-31.5 21 28H7 180H7 215 250 5 8 31.3 60 M12 96 13.3
AP071 4-180 14 14H7 110H7 130 160 4 5 16.3 30 M8 53 6.7
AP080 4-180 18 19H7 130H7 165 200 4 6 21.8 40 M10 68 10.3
AP090 4-100 18 24H7 130H7 165 200 4 8 27.3 50 M10 73 11.1
AP100 4-71 21 28H7 180H7 215 250 5 8 31.3 60 M12 86 14.1
AP112 4-40 21 28H7 180H7 215 250 5 8 31.3 60 M12 86 14.1
AP132 4-28 21 38H7 230H7 265 300 5 10 41.3 80 M12 103 18.7
AP080 20-200 18 19H7 130H7 165 200 4 6 21.8 40 M10 65 10.4
AP090 4.5-200 18 24H7 130H7 165 200 4 8 27.3 50 M10 66 12.1
AP100 4.5-125 21 28H7 180H7 215 250 5 8 31.3 60 M12 81 15.6
AP112 4.5-80 21 28H7 180H7 215 250 5 8 31.3 60 M12 81 15.6
AP132 4.5-56 21 38H7 230H7 265 300 5 10 41.3 80 M12 96 21.5
AP160 4.5-28 28 42H7 250H7 300 350 6 12 45.3 110 M16 132 30.7
AP180 4.5-12.5 28 48H7 250H7 300 350 6 14 51.8 110 M16 132 30.6

C208
C308

C203
C303

C204
C304

C205
C305

C206
C306

C207
C307

Range of
Ratio Weight（kg）
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AP063-AP200 AP225-AP315

4×S1×e1

8×S1×e1

45°φM1 φM1
22.5°

L2

φ
N

1
φ

P
1

φ
D

1

L
f1

b1

t1

Size Flange e1 D1 N1 M1 P1 f1 b1 t1 L S1 L2

AP090 4-224 18 24H7 130H7 165 200 4 8 27.3 50 M10 70 14.7
AP100 4-224 21 28H7 180H7 215 250 5 8 31.3 60 M12 83 17.9
AP112 4-125 21 28H7 180H7 215 250 5 8 31.3 60 M12 83 17.9
AP132 4-125 21 38H7 230H7 265 300 5 10 41.3 80 M12 94 22.6
AP160 4-56 28 42H7 250H7 300 350 6 12 45.3 110 M16 143 31.7
AP180 4-31.5 28 48H7 250H7 300 350 6 14 51.8 110 M16 143 31.6
AP200 4-16 28 55H7 300H7 350 400 6 16 59.3 110 M16 154 38.9
AP100 4-224 21 28H7 180H7 215 250 5 8 31.3 60 M12 69 23.5
AP112 4-200 21 28H7 180H7 215 250 5 8 31.3 60 M12 69 23.5
AP132 4-140 21 38H7 230H7 265 300 5 10 41.3 80 M12 83 26.1
AP160 4-71 28 42H7 250H7 300 350 6 12 45.3 110 M16 124 31.8
AP180 4-45 28 48H7 250H7 300 350 6 14 51.8 110 M16 124 31.6
AP200 4-28 28 55H7 300H7 350 400 6 16 59.3 110 M16 154 39.5
AP225 4-22.4 28 60H7 350H7 400 450 6 18 64.4 140 M16 182 84.3
AP100 4.5-280 21 28H7 180H7 215 250 5 8 31.3 60 M12 69 23.5
AP112 4.5-280 21 28H7 180H7 215 250 5 8 31.3 60 M12 69 23.5
AP132 4.5-140 21 38H7 230H7 265 300 5 10 41.3 80 M12 83 26.1
AP160 4.5-100 28 42H7 250H7 300 350 6 12 45.3 110 M16 124 31.8
AP180 4.5-63 28 48H7 250H7 300 350 6 14 51.8 110 M16 124 31.6
AP200 4.5-40 28 55H7 300H7 350 400 6 16 59.3 110 M16 154 39.5
AP225 4.5-31.5 28 60H7 350H7 400 450 6 18 64.4 140 M16 182 84.3
AP132 4-125 21 38H7 230H7 265 300 5 10 41.3 80 M12 71 42.1
AP160 4-125 28 42H7 250H7 300 350 6 12 45.3 110 M16 110 48.5
AP180 4-80 28 48H7 250H7 300 350 6 14 51.8 110 M16 110 48.2
AP200 4-50 28 55H7 300H7 350 400 6 16 59.3 110 M16 138 57.7
AP225 4-40 28 60H7 350H7 400 450 6 18 64.4 140 M16 166 92.6
AP250 4-20 28 65H7 450H7 500 550 7 18 69.4 140 M16 171 109.5
AP132 4-200 21 38H7 230H7 265 300 5 10 41.3 80 M12 71 42.1
AP160 4-200 28 42H7 250H7 300 350 6 12 45.3 110 M16 110 48.5
AP180 4-140 28 48H7 250H7 300 350 6 14 51.8 110 M16 110 48.2
AP200 4-80 28 55H7 300H7 350 400 6 16 59.3 110 M16 138 57.7
AP225 4-71 28 60H7 350H7 400 450 6 18 64.4 140 M16 166 92.6
AP250 4-45 28 65H7 450H7 500 550 7 18 69.4 140 M16 171 109.5
AP280 4-31.5 28 75H7 450H7 500 550 7 20 79.9 140 M16 171 108.6
AP160 18-224 28 42H7 250H7 300 350 6 12 45.3 110 M16 100 76.1
AP180 18-180 28 48H7 250H7 300 350 6 14 51.8 110 M16 100 75.6
AP200 4.5-112 28 55H7 300H7 350 400 6 16 59.3 110 M16 120 86.3
AP225 4.5-90 28 60H7 350H7 400 450 6 18 64.4 140 M16 148 94.7
AP250 4.5-63 28 65H7 450H7 500 550 7 18 69.4 140 M16 153 122.6
AP280 4.5-45 28 75H7 450H7 500 550 7 20 79.9 140 M16 153 120.8
AP315 4.5-31.5 35 80H7 550H7 600 660 7 22 85.4 170 M20 200 192.5

C214
C314

C216
C316

C209
C309

C210
C310

C212
C312

C213
C313

Range of
Ratio Weight（kg）
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7.2  C series dimensions of AS input flange

Range of
Ratio e1 D1 N1 M1 P1 f1 b1 t1 L S1 L2

AS040  4-90 4 8H7 30H7 46 78 4 2 9 25 M4 65 2.5
AS055  4-90 4 9H7 40H7 63 78 4 3 10.4 25 M5 65 2.5
AS060  4-90 10 14H7 50H7 70 60 4 5 16.3 30 M5 114 3.2
AS070  4-90 10 14H7 60H7 75 70 4 5 16.3 30 M5 114 3.3
AS080  4-90 10 19H7 70H7 90 80 4 6 21.8 35 M6 120 3.4
AS090  4-90 10 19H7 80H7 100 90 4 6 21.8 40 M6 125 3.6
AS100  4-50 14 19H7 95H7 115 100 4 6 21.8 45 M8 122 3.9
AS125  4-50 15 24H7 110H7 130 130 5 8 27 50 M8 133 4.9
AS140  4-50 15 24H7 110H7 145 130 5.5 8 27 55 M8 133 4.8
AS060  4-125 10 14H7 50H7 70 60 4 5 16.3 30 M5 116 4.1
AS070  4-125 10 14H7 60H7 75 70 4 5 16.3 30 M5 116 4.2
AS080  4-125 10 19H7 70H7 90 80 4 6 21.8 35 M6 122 4.3
AS090  4-125 10 19H7 80H7 100 90 4 6 21.8 40 M6 127 4.5
AS100  4-71 14 19H7 95H7 115 100 4 6 21.8 45 M8 124 4.8
AS125  4-71 15 24H7 110H7 130 130 5 8 27 50 M8 135 5.8
AS140  4-71 15 24H7 110H7 145 130 5.5 8 27 55 M8 135 5.7
AS160  4-71 15 32H7 130H7 165 155 5 10 35.3 60 M10 190 9.9
AS060  4.5-140 10 14H7 50H7 70 60 4 5 16.3 30 M5 116 4.1
AS070  4.5-140 10 14H7 60H7 75 70 4 5 16.3 30 M5 116 4.2
AS080  4.5-140 10 19H7 70H7 90 80 4 6 21.8 35 M6 122 4.3
AS090  4.5-140 10 19H7 80H7 100 90 4 6 21.8 40 M6 127 4.5
AS100  4.5-80 14 19H7 95H7 115 100 4 6 21.8 45 M8 124 4.8
AS125  4.5-80 15 24H7 110H7 130 130 5 8 27 50 M8 135 5.8
AS140  4.5-80 15 24H7 110H7 145 130 5.5 8 27 55 M8 135 5.7
AS160  4.5-80 15 32H7 130H7 165 155 5 10 35.3 60 M10 190 9.9
AS060  4.5-160 10 14H7 50H7 70 60 4 5 16.3 30 M5 116 4.1
AS070  4.5-160 10 14H7 60H7 75 70 4 5 16.3 30 M5 116 4.2
AS080  4.5-160 10 19H7 70H7 90 80 4 6 21.8 35 M6 122 4.3
AS090  4.5-160 10 19H7 80H7 100 90 4 6 21.8 40 M6 127 4.5
AS100  4.5-100 14 19H7 95H7 115 100 4 6 21.8 45 M8 124 4.8
AS125  4.5-100 15 24H7 110H7 130 130 5 8 27 50 M8 135 5.8
AS140  4.5-100 15 24H7 110H7 145 130 5.5 8 27 55 M8 135 5.7
AS160  4.5-100 15 32H7 130H7 165 155 5 10 35.3 60 M10 190 9.9
AS060  4-180 10 14H7 50H7 70 60 4 5 16.3 30 M5 108 5.6
AS070  4-180 10 14H7 60H7 75 70 4 5 16.3 30 M5 108 5.7
AS080  4-180 10 19H7 70H7 90 80 4 6 21.8 35 M6 114 5.8
AS090  4-180 10 19H7 80H7 100 90 4 6 21.8 40 M6 119 6
AS100  4-100 14 19H7 95H7 115 100 4 6 21.8 45 M8 116 6.3
AS125  4-100 15 24H7 110H7 130 130 5 8 27 50 M8 127 7.3
AS140  4-100 15 24H7 110H7 145 130 5.5 8 27 55 M8 127 7.2
AS160  4-100 15 32H7 130H7 165 155 5 10 35.3 60 M10 180 11.3
AS180  4-31.5 16 35H7 114.3H7 200 180 7 10 38.3 80 M12 210 16.7
AS190  4-31.5 18 38H7 180H7 215 190 5 10 41.3 80 M12 210 17.1
AS240  4-31.5 28 38H7 230H7 265 240 5 10 41.3 80 M12 210 22.3

C203
C303

C204
C304

C205
C305

C206
C306

C207
C307

AS450

8×S1×e1

φP1φM1

22.5°
L2

L
f1

φ
N

1

φ
D

1

t1

b1

AS040-AS315

4×S1×e1

φM1 45°

P1

Size Flange
Range of
Ratio Weight（kg）
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AS070  20-200 10 14H7 60H7 75 70 4 5 16.3 30 M5 105 8
AS080  20-200 10 19H7 70H7 90 80 4 6 21.8 35 M6 111 8.1
AS090  20-200 10 19H7 80H7 100 90 4 6 21.8 40 M6 116 8.3
AS100  4.5-160 14 19H7 95H7 115 100 4 6 21.8 45 M8 113 8.6
AS125  4.5-160 15 24H7 110H7 130 130 5 8 27 50 M8 124 9.6
AS140  4.5-160 15 24H7 110H7 145 130 5.5 8 27 55 M8 124 9.5
AS160  4.5-160 15 32H7 130H7 165 155 5 10 35.3 60 M10 170 14
AS180  4.5-71 16 35H7 114.3H7 200 180 7 10 38.3 80 M12 203 19.3
AS190  4.5-71 18 38H7 180H7 215 190 5 10 41.3 80 M12 203 19.7
AS240  4.5-71 28 38H7 230H7 265 240 5 10 41.3 80 M12 203 24.9
AS260  4.5-71 40 48H7 250H7 300 260 6 14 51.8 110 M16 272 46.4
AS160  4-224 15 32H7 130H7 165 155 5 10 35.3 60 M10 171 17.3
AS180  4-112 16 35H7 114.3H7 200 180 7 10 38.3 80 M12 202 22.7
AS190  4-112 18 38H7 180H7 215 190 5 10 41.3 80 M12 202 23.1
AS240  4-112 28 38H7 230H7 265 240 5 10 41.3 80 M12 202 28.3
AS260  4-112 40 48H7 250H7 300 260 6 14 51.8 110 M16 271 49.9
AS315  4-18 40 55H7 300H7 350 315 6 16 59.3 110 M16 327 72.8
AS160  4-224 15 32H7 130H7 165 155 5 10 35.3 60 M10 161 21.4
AS180  4-140 16 35H7 114.3H7 200 180 7 10 38.3 80 M12 189 28.1
AS190  4-140 18 38H7 180H7 215 190 5 10 41.3 80 M12 189 28.5
AS240  4-140 28 38H7 230H7 265 240 5 10 41.3 80 M12 189 33.7
AS260  4-140 40 48H7 250H7 300 260 6 14 51.8 110 M16 258 52.3
AS315  4-100 40 55H7 300H7 350 315 6 16 59.3 110 M16 327 77.4
AS160  4.5-280 15 32H7 130H7 165 155 5 10 35.3 60 M10 161 21.4
AS180  4.5-140 16 35H7 114.3H7 200 180 7 10 38.3 80 M12 189 28.1
AS190  4.5-140 18 38H7 180H7 215 190 5 10 41.3 80 M12 189 28.5
AS240  4.5-140 28 38H7 230H7 265 240 5 10 41.3 80 M12 189 33.7
AS260  4.5-140 40 48H7 250H7 300 260 6 14 51.8 110 M16 258 52.3
AS315  4.5-100 40 55H7 300H7 350 315 6 16 59.3 110 M16 327 77.4
AS180  4-125 16 35H7 114.3H7 200 180 7 10 38.3 80 M12 175 40.8
AS190  4-125 18 38H7 180H7 215 190 5 10 41.3 80 M12 175 41.2
AS240  4-125 28 38H7 230H7 265 240 5 10 41.3 80 M12 175 46.4
AS260  4-125 40 48H7 250H7 300 260 6 14 51.8 110 M16 244 66.9
AS315  4-100 40 55H7 300H7 350 315 6 16 59.3 110 M16 316 89.8
AS180  4-200 16 35H7 114.3H7 200 180 7 10 38.3 80 M12 175 40.8
AS190  4-200 18 38H7 180H7 215 190 5 10 41.3 80 M12 175 41.2
AS240  4-200 28 38H7 230H7 265 240 5 10 41.3 80 M12 175 46.4
AS260  4-200 40 48H7 250H7 300 260 6 14 51.8 110 M16 244 66.9
AS315  4-160 40 55H7 300H7 350 315 6 16 59.3 110 M16 316 89.8
AS450  4-125 30 55H7 350H7 400 450 6 16 59.3 140 M16 343 97.5
AS260  4-200 40 48H7 250H7 300 260 6 14 51.8 110 M16 234 90.9
AS315  4-160 40 55H7 300H7 350 315 6 16 59.3 110 M16 298 109.4
AS450  4-125 30 55H7 350H7 400 450 6 16 59.3 140 M16 325 117.1

C216
C316

C208
C308

C209
C309

C210
C310

C212
C312

C213
C313

C214
C314

e1 D1 N1 M1 P1 f1 b1 t1 L S1 L2

AS450

8×S1×e1

φP1φM1

22.5°
L2

L
f1

φ
N

1

φ
D

1

t1

b1

AS040-AS315

4×S1×e1

φM1 45°

P1

Size Flange
Range of
Ratio Weight（kg）
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7.3  C series dimensions of AE input shaft

Size Input Shaft d1 E1 L1 b1 t1

C203
C303 AE2 0.12-0.75kW  4-90 19k6 40 117 21.56 2.5

AE2 0.12-0.75kW  4-125 19k6 40 119 6 21.5 3.4
AE3 1.1-4kW  4-35.5 28k6 60 175 8 31 6.1
AE2 0.12-0.75kW  4.5-140 19k6 40 119 6 21.5 3.4
AE3 1.1-4kW  4.5-56 28k6 60 175 8 31 6.1
AE2 0.12-0.75kW  4.5-160 19k6 40 119 6 21.5 3.4
AE3 1.1-4kW  4.5-71 28k6 60 175 8 31 6.1
AE2 0.12-0.75kW  4-180 19k6 40 111 6 21.5 4.9
AE3 1.1-4kW  4-90 28k6 60 165 8 31 7.5
AE4 5.5-7.5kW  4-18 38k6 80 211 10 41 10.5
AE2 0.12-0.75kW  20-200 19k6 40 108 6 21.5 7.2
AE3 1.1-4kW  4.5-160 28k6 60 155 8 31 10.2
AE4 5.5-11kW  4.5-45 38k6 80 204 10 41 13.1
AE5 15-22kW  4.5-18 42k6 110 266 12 45 23.3
AE3 1.1-4kW  4-224 28k6 60 155 8 31 10.2
AE4 5.5-11kW  4-71 38k6 80 204 10 41 13.1
AE5 15-22kW  4-40 42k6 110 266 12 45 23.3
AE6 30-45KW  4-16 48k6 110 327 14 51.5 40.9
AE3 1.1-4kW  4-224 28k6 60 175 8 31 17.6
AE4 5.5-11kW  4-100 38k6 80 216 10 41 21.9
AE5 15-22kW  4-56 42k6 110 271 12 45 29.2
AE6 30-45KW  4-28 48k6 110 327 14 51.5 45.5
AE3 1.1-4kW  4.5-280 28k6 60 175 8 31 17.6
AE4 5.5-11kW  4.5-140 38k6 80 216 10 41 21.9
AE5 15-22kW  4.5-71 42k6 110 271 12 45 29.2
AE6 30-45KW  4.5-40 48k6 110 327 14 51.5 45.5
AE4 5.5-11kW  4-125 38k6 80 146 10 41 34.6
AE5 15-22kW  4-100 42k6 110 190 12 45 43.8
AE6 30-45KW  4-50 48k6 110 252 14 51.5 57.9
AE7 55-90KW  4-20 55m6 110 314 16 59 64.6
AE8 110-132KW  4-11.2 70m6 140 377 20 74.5 87.8
AE4 5.5-11kW  4-200 38k6 80 146 10 41 34.6
AE5 15-22kW  4-160 42k6 110 190 12 45 43.8
AE6 30-45KW  4-80 48k6 110 252 14 51.5 57.9
AE7 55-90KW  4-45 55m6 110 314 16 59 64.6
AE8 110-200KW  4-18 70m6 140 377 20 74.5 87.8
AE5 15-22KW  18-224 42k6 110 228 12 45 67.8
AE6 30-45KW  4.5-112 48k6 110 280 14 51.5 77.5
AE7 55-90KW  4.5-63 55m6 110 279 16 59 81.1
AE8 110-200KW  4.5-31.5 70m6 140 361 20 74.5 104.8

C216
C316

C213
C313

C214
C314

C212
C312

C204
C304
C205
C305
C206
C306

C207
C307

C208
C308

C209
C309

C210
C310

L1

E1

b1

t1

d1
φ

Range of
Power

Range of
Ratio Weight（kg）
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8  Combi-type Dimensions

L

Type

C203/C201
C203/C301
C303/C201
C303/C301

C204/C203
C204/C303
C304/C203
C304/C303

C205/C203
C205/C303
C305/C203
C305/C303

C206/C203
C206/C303
C306/C203
C306/C303

C207/C203
C207/C303
C307/C203
C307/C303

C208/C205
C208/C305
C308/C205
C308/C305

C209/C205
C209/C305
C309/C205
C309/C305

L 134 170 170 170 170 182 182

0.12-0.37 0.12-0.55 0.12-1.1 0.12-1.1 0.12-1.5 0.12-3 0.12-4

Type

C210/C207
C210/C307
C310/C207
C310/C307

C213/C207
C213/C307
C313/C207
C313/C307

C314/C207
C314/C307

C214/C208
C214/C308

C316/C209
C316/C309

C216/C210
C216/C310

L 226 226 226 264 321 361

0.12-7.5 0.12-15 0.12-15 0.55-22 0.55-18.5 1.5-37

Range of Motor
 Power (kW)

Range of Motor
 Power (kW)
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9 Oil compensating tank (code 6)
Oil compensating tank for vertical mounting positions D2 of C...H/C...F/C...S.

Note:  In case of an upward output shaft ,normal lubrication system would fail to feed the overhead rolling bearings,To ensure an 
adequate supply of lubricants,the oil level has to be increased accordingly.As shown above (D2) ,an oil compensating tank with
breather is attached for this purpose.

80

80

80

75

150

130

h1

120

160

170

160

130

140

70

80

80

75

150

130

h2

120

160

170

160

130

140

42

42

42

42

80

80

d

80

120

120

120

120

120

C203
C303

C204
C304

C205
C305

C206
C306

C207
C307

C208
C308

Size

C209
C309

C210
C310

C212
C312

C213
C313

C214
C314

C216
C316

L1

150

160

160

180

225

250

330

370

380

390

440

470

L2

150

160

160

180

225

250

330

370

380

390

440

470

C...H

L1

h1

C...F/C...S

L2

h2dφ dφ
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10  oil

D1 D2 D3 D4 D5 D6
D1/D3
D5/D6

D2 D4

C200H
C300H

0.2 0.3 0.2 0.2 0.3

C201H
C301H

0.4 0.5 0.4 0.4 0.5

C203H
C303H

1.1 1.2 0.9 1.1 1.2

C204H
C304H 1.6 1.8 1.6 1.6 1.8

C205H
C305H

1.8 2.1 1.8 1.8 1.9

C206H
C306H

3.1 3.5 2 2.2 3.3

C207H
C307H 3.8 4.9 2.7 4.1 4.3

C208H
C308H

7.5 8.1 6.6 7.2 7.9

C209H
C309H

12.1 13.8 11.7 12.5 14

C210H
C310H 17.4 19.7 13.7 17.1 19.7

C212H
C312H 20.9 23.6 16.4 20.5 23.6

C213H
C313H 30.5 32.5 26 26 33

C214H
C314H 49 53 40.5 42 53

C216H
C316H

0.2

0.4

0.4

0.8

0.9

1.3

1.4

2.6

4.9

6.5

7.8

11

16

28

0.2

0.4

1

1.7

1.9

2.8

4.1

7.1

12.1

16.8

20.2

29

47.5

84 80 90 68 71

0.2

0.4

0.5

0.8

0.9

1.4

1.4

2.7

5.4

6.8

8.2

10.5

17

28

0.2

0.4

1

1.7

1.9

2.9

3.9

7.1

12.2

16.4

19.7

28

48

84 90

C200F/C200S
C300F/C300S       

C201F/C201S
C301F/C301S       

C203F/C203S
C303F/C303S       

C204F/C204S
C304F/C304S       

C205F/C205S
C305F/C305S       

C206F/C206S
C306F/C306S       

C207F/C207S
C307F/C307S       

C208F/C208S
C308F/C308S       

C209F/C209S
C309F/C309S       

C210F/C210S
C310F/C310S       

C212F/C212S
C312F/C312S       

C213F/C213S
C313F/C313S       

C214F/C214S
C314F/C314S       

C216F/C216S
C316F/C316S       

Mounting
position

Size

Mounting
position

Size
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11  Motor Rainproof Cover Dimensions

Frame Size H63 H71 H80 H90 H100 H112 H132 H160 H180 H200 H225 H250 H280

D 124 139 159 176 199 220 259 314 356 398 446 485 547

H 20 25 25 30 35 35 40 55 60 65 70 75 80

D
φ

H

12.1 Radial force on input shaft (Fr1) (N)

L=Q/2

Q

Fr1

12  Permissble Radial Force

C200
C300

C201
C301

C203
C303

C204
C304

C205
C305

C206
C306

C207
C307

C208
C308

C209
C309

C210
C310

C212
C312

C213
C313

C214
C314

C216
C316

AE2 / / 803 803 803 803 803 803 / / / / / /

AE3 / / / 1504 1504 1504 1504 1504 1504 1504 1504 / / /

AE4 / / / / / / 2188 2188 2188 2188 2188 2188 2188 2188

AE5 / / / / / / / 4207 4207 4207 4207 4207 4207 4207

AE6 / / / / / / / / 5664 5664 5664 5664 5664 5664

AE7 / / / / / / / / / / / 9957 9957 9957

AE8 / / / / / / / / / / / 12546 12546 12546

Fr1(N)
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12.2  Radial force on output shaft (Fr2) (N)

L=Q/2

Q

Fr2

C200

C300

C201

C301

C203

C303

C204

C304

C205

C305

C206

C306

C207

C307

C208

C308

C209

C309

C210

C310

C212

C312

C213

C313

C214

C314

C216

C316

n2N
(r/min)

Fr2(N)

71~80 833 1388 2313 3177 4537 6480 7182 11700 12960 14740 24022 39150 60300 100260

/ /355~500 210 350 / / / / / / / / / /

250~355 246 410 684 2052 3102 4689 6096 8082 8865 10170 17770 31050 44370 /

224~250 256 427 711 2223 3344 5031 6540 8505 9450 11160 18989 32310 47800 /

200~224 324 540 900 2358 3505 5211 6774 8802 9810 11520 19718 33750 52560 /

180~224 557 929 1548 2448 3584 5247 6821 9180 10170 12420 20879 35100 48735 /

160~180 557 929 1548 2502 3663 5364 6973 9450 10710 11995 17262 24840 44910 67575

125~160 590 983 1638 2601 3859 5724 5841 9720 10890 11160 17674 27990 51600 74250

112~125 586 977 1629 2772 4073 5985 6066 10260 11430 12420 19695 31230 55710 79830

100~112 609 1015 1692 2840 4174 6134 6206 10490 11700 12960 20492 32400 57060 82125

3465090~100 651 1085 1809 2907 4273 6282 6651 10890 12240 13860 21915 56430 91215

80~90 774 1291 2151 3033 4433 6480 6858 11340 12600 14400 22337 34650 60300 98010

56~63 1251 2084 3474 3543 4936 6876 9090 12510 14318 17280 27718 44460 58140 108000

45~56 1225 2041 3402 3645 5075 7065 9009 12510 14136 18090 29678 48690 56430 108000

40~45 1335 2225 3708 4221 5461 7065 8928 14400 16272 19395 30531 48060 56430 108000

35.5~40 1471 2452 4086 4167 5314 6777 8928 15120 16740 20700 31541 48060 56430 108000

31.5~35.5 1575 2624 4374 4437 5351 6453 8928 15210 17820 22050 32553 48060 56430 108000

28~31.5 1604 2673 4455 4635 5469 6453 8928 15210 17820 22950 33211 48060 56430 108000

25~28 1604 2673 4455 4815 5574 6453 8928 12150 17820 23940 33920 48060 56430 108000

22.4~25 1604 2673 4455 4878 5611 6453 8928 13680 17820 25200 34801 48060 56430 108000

≤22.4 1604 2673 4455 4878 5611 6453 8928 14220 17820 26280 35539 48060 56430 108000

63~71 833 1388 2313 3258 4585 6453 7425 11970 13320 15570 24689 39150 58140 108000
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60
°

120
°D

1

D
2

l1

l2

Md

L

φ

13  Shaft End Centre Hole

Type C screw central hole in shaft end

φ φ

d

M30

M24

M20

M16

M12

M10

M8

M6

M3

M5

M4

M

35

45

25

30

15

20

10

12

12

10

10

L l2

1.8

8

11

6.4

5.2

4.4

3.8

2.4

3.3

2.8

2.1

18

18

15

12

9.5

7.5

4

6

5

3.2

2.6

l1

25

31

21

17

13

10.5

5.3

8.4

6.4

4.3

3.2

D1 D2

16.3

19.8

25.3

31.3

48

38

5.8

7.4

10.5

13.2

8.8

10＜d≤13

7＜d≤10

13＜d≤16

16＜d≤21

21＜d≤24

38＜d≤50

24＜d≤30

30＜d≤38

130＜d≤225

85＜d≤130

50＜d≤85
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d
 +

t 2

t1

b

h

dφ

14  Dimension of Parallel Key and Keyway

t1 d+t2d b h

6

8

10

12

14

16

18

20

22

25

28

32

36

40

45

50

56

3

4

5

6

7

8

8

9

10

11

12

14

14

16

18

20 

22

25

28

32

3

4

5

3.5

4

5

5

5.5

6

7

7.5

9

9

10

11

12

13

15

17

20

1.8

2.5

3

d+2.8

d+3.3

d+3.3

d+3.3

d+3.8

d+4.3

d+4.4

d+4.9

d+5.4

d+5.4

d+6.4

d+7.4

d+8.4

d+9.4

d+10.4

d+11.4

d+12.4

d+1.4

d+1.8

d+2.3

17＜d≤22

22＜d≤30

30＜d≤38

38＜d≤44

44＜d≤50

50＜d≤58

58＜d≤65

65＜d≤75

75＜d≤85

85＜d≤95

95＜d≤110

130＜d≤150

150＜d≤170

170＜d≤200

200＜d≤230

230＜d≤260

110＜d≤130

8＜d≤10

10＜d≤12

12＜d≤17
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